“RC8B4.2e” Promotional Information 

Name of car (RTR)

                         RC8B4.2e

Scale 



                         1:8

Type



                         Off-road

Motor or Engine 

                         Not included

Power



                         Electric

Length 


                         486mm / 19.13in 

Width 
(with body)

                         304.5mm / 11.99in

Width
(without body)
                         304.5mm / 11.99in 

Wheelbase 


                         Varies 

Weight                           
                         Varies 

Chassis


                         Machined Aluminum

Suspension 


                         Independent Front and Rear

Internal Gear Ratio 
                         3.38:1

Drivetrain
                         4WD

Tire



                         Not Included

Speed Control

                         Not Included

Radio



                         Not Included

Servos


                         Not Included

Speed



                         Varies

Gear Pitch


                         MOD 1

Wheel size


                         Not Included

Kit/RTR                                                        Kit

Shock type                                                   Threaded, Aluminum Shock Bodies

Body



                          Included: RC8B4 Mu

Ball bearings                                                 26 Oiled Ball Bearings

Minimum Age Recommendation

Experience Level                                          Intermediate

Recommended Environment                        Off-road Track

Kit Features / Press Release Info

RC8B4.2e Features:

New molded height-adjustable gearboxes front and rear

New offset hubs and updated rear suspension arms to accommodate new hub geometry

New high-volume center differential

New high-downforce wing

Now includes FT hard-anodized aluminum shock bushings

RWB/FWB adjustable weight bias chassis

Soft blend material suspension arms

8-degree KPI steering blocks included

44/13 ring and pinion gear sets

92mm universal driveshafts with 17mm outdrives

Both 19mm and 20mm diameter HTC internal differential gear sets included

47T machined steel spur gear included

Centralized drivetrain and chassis configuration optimized for shorty-style batteries

Adjustable battery tray design with hook and loop strap for retaining batteries

Includes both stiff shock bladders and emulsion seals

“RC8B4.2 and RC8B4.2 – Euro Spec” Promotional Information 

Name of car (RTR)

                         RC8B4.2 and RC8B4.2-Euro Spec

Scale 



                         1:8

Type



                         Off-road

Motor or Engine 

                         Not included

Power



                         Nitro

Length 


                         486mm / 19.13in 

Width 
(with body)

                         304.5mm / 11.99in

Width
(without body)
                         304.5mm / 11.99in 

Wheelbase 


                         Varies 

Weight                           
                         Varies 

Chassis


                         Machined Aluminum

Suspension 


                         Independent Front and Rear

Internal Gear Ratio 
                         3.38:1

Drivetrain
                         4WD

Tire



                         Not Included

Speed Control

                         Not Included

Radio



                         Not Included

Servos


                         Not Included

Speed



                         Varies

Gear Pitch


                         MOD 1

Wheel size


                         Not Included

Kit/RTR                                                        Kit

Shock type                                                   Threaded, Aluminum Shock Bodies

Body



                          Included: RC8B4 Mu

Ball bearings                                                 26 Oiled Ball Bearings

Minimum Age Recommendation

Experience Level                                          Intermediate

Recommended Environment                        Off-road Track

Kit Features / Press Release Info

RC8B4.2 & RC8B4.2-Euro Spec Features:

· New molded height-adjustable gearboxes front and rear

· New offset hubs and updated rear suspension arms to accommodate new hub geometry

· New -4mm chassis in FWB configuration

· (Euro Spec) New V2 FWB chassis

· New high-volume center differential

· New long chassis brace options

· New high-downforce wing

· Now includes FT hard-anodized aluminum shock bushings

· Updated brake pad material and brake spring

· Soft blend material suspension arms

· 8-degree KPI steering blocks included

· 44/13 ring and pinion gear sets

· 92mm universal driveshafts with 17mm outdrives

· 19mm diameter HTC internal differential gear set

· (Euro Spec) 20mm diameter HTC internal differential gear set

· Optimized setup for tracks with loose dirt and large bumps 

· (Euro Spec) Optimized setup for high-speed and high-grip tracks

